All Time High
Boost Driver

Thank you for choosing the All Time High Boost Driver by Jack Deville Electronics.
We strive to bring you quality sounds and appreciate your support.

Overview

The All Time High Boost Driver is a simple, high-performance pre-amp capable of over 51db gain,
specifically tuned for guitar, bass and keyboard application. Two external controls are provided for the
operator to fune the pre-amp to their unique preferences. The control operations are explained below:
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BOOS T The boost knob controls the amount of signal exiting the

All Time High Boost Driver pre-amp circut.

Full CCW rotation will shunt the output fo ground, resulting in zero signal exiting the
pre-amp.

Full CW rotation will directly tie the output to the pre-amp circuit’s output, allowing
maximum signal level to exit the pre-amp.

DRI VE The drive knob controls the gain of the pre-amp.

Full CCW rotation will produce a constant 3db gain from the pre-amp.

Full CW rotation will produce up to 51db gain from the pre-amp.

PLEASE NOTE: At higher drive setfings, the pre-amp itself will overdrive
resulting in distortion. Please turn your amp up and rock when using higher
drive seftings.

There are two facotrs that govern the All Time High Boost Driver’s gain capabilities:
Operating voltage (9 - 36VDC recommended), and pickup/signal level.

At 9VDC the All Time High Boost Driver is can deliver up to 39db clean gain.
At 18VDC the All Time High Boost Driver can deliver up to 45db clean gain.
At 36VDC the All Time High Boost Driver can deliver over 51db clean gain.
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